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LASER GALVANOMETRICO

Sorgente Laser CO2 abbinata ad ottiche di alta qualità per sfruttare tutte le
possibilità offerte dal laser: INCISIONE - FORATURA - MICROFORATURA
EFFETTO RASTER - TAGLIO PERIMETRALE.
INTEGRA MODULAR può utilizzare un campo di lavoro ridotto per avere uno spot
micrometrico e di conseguenza una minore bruciatura del pellame, sfruttando
nello stesso tempo tutta l'area del telaio disponibile (mm. 400 x 750) mediante
gli spostamenti operati dal CNC.
Tutte le funzioni di INTEGRA MODULAR sono gestite dal SOFTWARE SAGITTA

STILISTA 3.

GALVANOMETRIC LASER

CO2 laser source combined with the best high quality optical lenses to exploit
all laser functions: ENGRAVING - PERFORATING - RASTER EFFECT - EDGING
CUTTING.
INTEGRA MODULAR can use a reduced working area so that to have a small
spot and limit the leather burning but at the same time can exploit completely
the working area of 400 x 750 mm. thanks to the CNC movements.
All function of INTEGRA MODULAR are managed by SAGITTA STILISTA 3
SOFTWARE.

Caratteristiche Tecniche Technical Data

Telaio quick lock mm. 400 x 750
Sorgente Laser CO2 con potenza da 100 a 750 w

Raffreddamento a liquido in circuito chiuso con Chiller

Testa Galvanometrica 3 Assi con Beam Expander Dinamico

Velocità fino a 9 m/sec
Alimentazione elettrica trifase 400 Volt  50/60 Hz

Quick lock Frame mm. 400 x 750
Laser Source CO2 with Power from 100 to 750 w

Liquid Cooling on closed circuit with Chiller

Head Galvanometric 3 Axis with Dynamic Beam Expander

Speed up to 9 m/sec
Power supply three-phase 400 Volt 50/60 Hz

STILISTA SOFTWARE RECIRCULATING BALL SCREWS QUICK LOCK

Le caratteristiche tecniche sono indicative e non vincolanti
The Technical Data are indicative and not binding


