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RP NOVA V4 Ripiegatrice
Macchina ripiegatrice termoincollatrice computerizzata
con controllo delle funzioni mediante fotosensori, si 
adatta alla capacità del singolo operatore in quanto
auto-apprende i comandi ed i movimenti durante la 
realizzazione del primo pezzo, li memorizza e quindi
li ripete fedelmente lasciando all’operatore il solo 
compito di guidare il pezzo da lavorare. Controlla il 
flusso della colla in modo estremamente regolare e lo
distribuisce all’interno della ripiegatura sotto forma di
filamenti. Alla fine di ogni ciclo di lavoro si ferma con
il martello aperto ed aziona il risucchio-colla, evitando
di sporcare la tomaia.

CARATTERISTICHE TECNICHE
Motore AC servoventilato con posizionamento 
automatico.
Velocità variabile da 0 a 2550 giri /min.
Passo di trasporto regolabile da 0,5 a 6 mm.
Larghezza di ripiegatura: 3,2/4/5 mm.
Potenza max assorbita 0,8 kW
Alimentazione elettrica monofase 230 Volt 50/60 Hz
Lubrificazione permanente a bagno di olio

DISPOSITIVI OPZIONALI
Guide fisse: 6 / 7 mm.
Guide regolabili: 3 – 7 mm. 5 – 10 mm.

Dimensioni macchina cm. 110 x 55 x 130 h.
 Peso macchina K g 135

RP NOVA V4 Folding Machine
Computerised thermocementing and folding machine 
with photocells and microprocessors. It is able to fit 
the requirements of any single operator since this 
machine is able to self store commands while making 
the first piece of work and then repeat these ones 
accurately leaving to the operator only the task to 
guide the piece of work. The RP NOVA V4 controls the 
glue flow very accurately and delivers it inside the 
folding, in thread shape. At the end of each working 
cycle, the machine stops with the hammer in an 
open position and sets in the automatic glue suction, 
preventing the glue from falling down on the upper and 
consequently stain it.

TECHNICAL DATA

OPTIONAL

Machine dimensions cm. 110 x 55 x 130 h.
 Machine weight K g 13
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Pannello di Controllo
Control Panel

RBT
French Binding

Roll Top

Fotocellulule
Photocells

Sottopiede Piano
Flat Insole

  positioning automatic with motor servoventilatedAC
Adjustable speed from 0 to 2500 r.p.m.
Adjustable working feed from 0,5 to 6 mm.
Folding width: 3,2/4/5 mm.
Absorbed power max. 0,8 kW
Power supply single-phase 230 Volt  50/60 Hz
Permanent oil bath lubrication system

Fixed guides: 6 / 7 mm.
Adjustable guides: 3 – 7 mm.  5 – 10 mm.
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